AD 2 ENTO2-2

AIP NORGE / NORWAY

DOCKING CHART

NOTES - REMARKS

DO NOT ENTER TWY W3 FROM APRON
GAAT HOLDING POSITION.

Runway strength, REF AD 2.12

Apron surface and strength, REF AD 2.8
Taxiway width, surface and strength, REF AD 2.8
Declared distances, REF AD 2.13
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CoM Apron GA ]
APP 124.355 MHZ RUNUP
APP 134.055 MHZ
ATIS 119.080 MHZ
DEICE 121.705 MHZ
GND 126.180 MHZ
TWR 118.655 MHZ

Holding position before
RWY intersection. Short taxi
distance from Apron GA.

| Angled taxiway. Difficult

Holding position before
RWY intersection. Short
taxi distance from Apron
MAIN. Angled TWY. Difficult
to see traffic on RWY 35.

Short taxi distance from Apron
| MAIN. Angled TWY. Difficult to
see traffic on RWY 17.

SCALE: 1:3 000
Dimensions in meter, elevation in feet

0
1

|
|
0 500 FT VAR 5° E 2025

Annual change 0.19° E

CHANGES: RWY ID, MAGVAR.

AIRCRAFT PARKING/ APRON ELEV 266 SANDEFJORD, TORP
NORWAY

Legend

/\ Disconnect position

x No entry RWY

Sg No entry TWY

[J Visual Docking Guidance System
Manoeuvring Area Boundary

V) Fire drill area
77 Engine Testing Area
R Non accessible area

[T construction area
E— be-Ice

@ Storage of dangerous goods

Parking for aircraft
carrying dangerous goods
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